
Intel 6th Gen i5/J1900 CPU

-40C to +60C Operating Temp.

IP65 Washable Casing

Anodized Aluminum Alloy 

1000 NITS - Sunlight Readable

Customizable Hardware 

FEATURES

I / O

Operating Temp   -40ºC - 60ºC  (-40ºF ~ 140ºF)
Storage Temp 

ENVIRONMENTAL

SYSTEM

CONTACT INFO

ACURA EMBEDDED SYSTEMS INC.
#101 - 17825 64 Ave, Surrey BC

V3S 1Z3 Canada
Ph:(604)502-9666 

info@acuraembedded.com
www.acuraembedded.com
Toll-Free: 1-866-502-9666

ISO 9001:2008

MECHANICAL

Rugged Panel PC
AcuPNL 15HB 

15 Inch Anodized Aluminum Alloy Panel PC  

CERIFICATION

CE, FCC, IP65, ISO Certifited Company 
Made In Canada

MODEL NUMBERS

Size / Type            15” TFT  Active Matrix LED
Processor         Intel 6th Gen i5 or J1900
Brightness        1000 NITS - High Bright
Memory        1 x DDR3 - Max 16 GB
Backlight        LED Backlight Unit
Touch Screen         P-Cap Multi Touch
Power Input        9 - 36 V DC Power Inputs 
Operating System Windows 7/10 or Linux  
Storage                1 x SATA  or mSATA Type SSD

Serial Port        1 X RS232 or RS485
LAN               1 X RJ45 port GbE (Modifiable)
USB                3 X USB (Modifiable) 
WiFi              802.11 a/b/g/n
Wireless         4G/LTE (Optional)

      -40ºC - 80ºC  (-40ºF ~ 176ºF)
Relative Humidity <96% (Non Condensing)
NEMA Rating         NEMA4, IP65, Corrosion Resistant 

 J1900 CPU          MDL# AP15J4120HBW7
 Intel i5 CPU        MDL# AP15i54120HBW7

Mounting        Support Both of Panel-Mount
  /VESA - Mount 100 X 100 mm
Weight 11.5 Lbs (5.2 Kg)
Dimensions    15.6”x 12.2”x 1.9”-39.6 x 31x 4.9 cm
Contruction  Aluminum Anodized Alloy


